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Code Description

314.25 Covers and Canopies.

In completed installations, each box shall have a cover, faceplate, lampholder, or
luminaire (fixture) canopy, except where the installation complies with 410.14(B).

(A) Nonmetallic or Metal Covers and Plates. Nonmetallic or metal covers and
plates shall be permitted. Where metal covers or plates are used, they shall
comply with the grounding requirements of 250.110.

FPN: For additional grounding requirements, see 410.18(A) for metal luminaire
(fixture) canopies, and 404.12 and 406.5(B) for metal faceplates.

(B) Exposed Combustible Wall or Ceiling Finish. Where a luminaire (fixture)
canopy or pan is used, any combustible wall or ceiling finish exposed between
the edge of the canopy or pan and the outlet box shall be covered with
noncombustible material.

(C) Flexible Cord Pendants. Covers of outlet boxes and conduit bodies having
holes through which flexible cord pendants pass shall be provided with bushings
designed for the purpose or shall have smooth, well-rounded surfaces on which
the cords may bear. So-called hard rubber or composition bushings shall not be
used.

Disclaimer: There may be other ways to comply with the Code. If so, you
are not required to use this method to comply with the Code. You may
want to investigate other options, or consult with a design professional
identifying an equally code compliant solution.
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